
Technical Specifications

https://professional.flos.com/en/global/product/goldman-f3440030/ www.flos.com - info@flos.com

Main specif icat ions

Mount ing Table

Environment Indoor  dr y

location

Light  source t ype LED

Light  source replaceable Replaceable

(LED on ly) l ight

sour ce by a

pr ofessional

LED t ype LED Module

Lamp holder LED Module

Autoprotected Lamp No

Number of  heads 1

Source Power (W) 8

System Flux (lm) 248

Opt ical

Light ing Type Dir ect

Light ing d ist ribut ion Asym m etr ic

CCT  (K) 2700

Cold Beam Light ing No

Ext reme Cut  of f No

Elect rical

Insulat ion class I I I

Frequency (Hz ) 50/60

Main Volt age (Vac) 100-240/24

Driver Rem ote

included

Dimmable t ype Electr on ic 12V

Bat teries Inside No

Power supply replaceable Replaceable

contr ol  gear  by

an  end-user

Cord length (mm) 2500

Plug Type Type G, Type A,

Type C

Charging Min T ime No

Physical

Colour Black/Fum ée

Net  weight  (kg) 0.8

Gross weight  (kg) 1.76

IP 20

IP external 20

Goldman

 F3440030 - Black/Fumée

 

Designed by Ron  Gi lad 

Table lam p pr oviding di r ect l ight. Alum in ium  str uctur e wi th  exter nal  tr anspar ent m ethacr ylate di ffuser  and

opal  PC led di ffuser.Optical  swi tch  sensor  on  the base that pr ovide 3-step dim m ing function . A USB socket on

the back of the base enables you to r echar ge the m ost com m on sm ar tphones and tablets (m ax 1.5A). Adaptor

on  plug connector  wi th  in ter changeable plugs. The power  chor d i s 2.5 m etr es long

https://flos.com/

