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Main specif icat ions

Mount ing Wal l

Environment Indoor  dr y

location

Light  source t ype LED

LED t ype LED Module

Lamp holder LED Module

Autoprotected Lamp No

Source Power (W) 12

System Power (W) 12

Source Flux (lm) 493lm

System Flux (lm) 493

Opt ical

Light ing Type Indi r ect, Di r ect

Light ing d ist ribut ion Asym m etr ic

CCT  (K) 2700

CRI> 95

Cold Beam Light ing No

Ext reme Cut  of f No

Elect rical

Insulat ion class I I

Frequency (Hz ) 50/60

Main Volt age (Vac) 220-240

Driver In tegr ated

Dimmable t ype Dim m able 1-

10V

Bat teries Inside No

Physical

Colour Black

Net  weight  (kg) 2.7

Gross weight  (kg) 5.95

IP 40

IP external 40

Flauta H1000 Riga

 F2344030 - Black

 

Designed by Patr i cia Ur quiola,Patr i cia Ur quiola 

Col lection  of wal l -m ounted l ight fi ttings wi th  dual  l ight em ission , avai lable in  var ious lengths. The un i ts ar e

char acter i sed by the sur face etch ing in  two r efined var iations: Flauta Riga, wi th  ver ti cal  l ines, and Fluta

Spiga, char acter i z ed by an  elegant and soph isti cated angular  patter n . Rounding out the device i s a deflector

accessor y pain ted to m atch  the fin i sh  of the lam p body. I t can  be instal led as desi r ed on  the upper  or  lower

head to cr eate a decor ati ve effect wi th  r eflected l ight. The str uctur e i s m ade of alum in ium  tr eated wi th  a

chem ical  conver sion  pr ocess for  effecti ve r esi stance to atm ospher ic agents. The powder  coating of the body i s

avai lable in  var ious fin i shes accor ding to the QUALICOAT standar d. LED l ight sour ce included. In tegr ated

220–240 V electr i cal  power  wi th  DALI dim m er. Com es wi th  deflector  for  optional  instal lation  on  the upper  or

lower  head.LED l ight sour ce included. In tegr ated 220–240 V electr i cal  power  wi th  DALI dim m er. Com es wi th

deflector  for  optional  instal lation  on  the upper  or  lower  head.
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