FLOS

Technical Specifications

Tab Floor

B F6564030 - Black

T Designed by Edward Barber and Jay Osger by
Floor luminaire providingdirect lightingwith adjustable head. Body in painted pressofused aluminium.
Multi-led diffuser in specially designed PMMA to avoid the Multi Shadow effect and dazzle. Head rotation
+90°.
Main specifications
Mounting Floor Lamp holder LED Module
Environment Indoor dry Autoprotected Lamp No
A== location Source Power (W) 9
Light source type LED Source Flux (Im) 347Im
Light source replaceable Replaceable System Flux (Im) 347Im
(LED only) light
source by a
professional
LED type LED Module
Optical
Lighting Type Direct
Lighting distribution Asymmetric F65610_5W LED
CCT (K) 2700 150° 180° 150°
CRI> 90
Cold Beam Lighting No
Extreme Cut off No
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- Electrical
Insulation class Il Batteries Inside No
p— Frequency (Hz) 50/60 Power supply replaceable Replaceable
0 240 mm Main Voltage (Vac) 100-240/24 control gear by
Driver Remote an end-user
included Plug Type Type G, Type A,
= Dimmable type Electronic 12V Type C
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LISTED IEC 62471 .
‘ Physical
Colour Black
Net weight (kg) 1.9
Gross weight (kg) 419
IP 20
IP external 20
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