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Main specif icat ions

Mount ing Suspension

Environment Indoor  dr y

location

Light  source t ype LED

Light  source replaceable Replaceable

(LED on ly) l ight

sour ce by a

pr ofessional

LED t ype LED Module

Lamp holder LED Module

Dimmable Yes

Autoprotected Lamp No

Source Power (W) 45

System Flux (lm) 1500

Opt ical

Light ing Type Total

Light ing d ist ribut ion Sym m etr ic

CCT  (K) 2700

Cold Beam Light ing No

Ext reme Cut  of f No

Elect rical

Insulat ion class I

Frequency (Hz ) 50/60

Main Volt age (Vac) 120-277

Driver In tegr ated

Dimmable Yes

Dimmable t ype Dim m able 0-

10V, Dim m able

Push ,

Dim m able 1-

10V, Dim m able

DALI 1

Bat teries Inside No

Dimming Interf ace Rem ote

Dim m able

(Dim m er  Not

Included)

Power supply replaceable Replaceable

contr ol  gear  by

a pr ofessional

Cord length (mm) 4000

Charging Min T ime No

Physical

Colour Black

Net  weight  (kg) 18.9

Gross weight  (kg) 41.67

IP 20

IP external 20

Noctambule Suspension 4 High Cylinder

 F0280000
- Black




Designed by Konstantin  Gr cic


Hanging lam ps consi sting of in ter connecting glass m odules r each ing a length  of 3,2 m t.


(126.77") wi th  4 m t. (157.48") suspended power  cable. Cyl indr ical  and sem i -spher ical  tr anspar ent blown glass

str uctur e, suspended die cast alum in ium  r ing connector, hydr ofor m ed steel  in ter nal  later al  ar m  and

in jection  m oulded optical  opal  si l i cone outer  r ing di ffuser s. The power  supply un i t wi th in  the cei l ing r ose can

be used as a dim m er  to adjust the l ight in tensi ty by 10% to 100% in  ei ther  di r ection  by m eans of the 0-10/1-

10V, PUSH, DALI contr ol .
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