FLOS

Technical Specifications

V!

ERL

(€3

RETILAP|

RG 0

1EC 62471

String Light - Cone head - 22mt cable - CASAMBI Ready

B F4499030 - Black

Designed by Michael Anastassiades

Suspension lamp providing diffused light. Black, white or blue varnished die-cast aluminium body coated with
clear soft-touch varnish. Optical diffuser in opal PC. Suspension system of 22 metres with Kevlar reinforced
coaxial cable. Available with wall/ceiling connection in black PC and power supply with floor switch in black

varnished PC. The on/off switch is electronicwith optical andtouch dimm mechanism included or touch
dimm and CASAMBI Ready version. Dimmer included. Compulsory to add either floor switch or ceiling/wall

rose.

Main specifications

Mounting Suspension Lamp holder COB LED

Environment Indoor dry Autoprotected Lamp No
location Number of heads 1

Light source type LED Source Power (W) 21

Light source replaceable Replaceable System Flux (Im) 1035
(LED only) light
source by a
professional

LED type LED array

Optical

Lighting Type Direct

Lighting distribution Rotosymmetric

CCT (K) 2700

Cold Beam Lighting No

Electrical

Insulation class I Charging Min Time No

Main Voltage (Vac) 48

Forward Voltage (V) 48

Batteries Inside No

Cord length (mm) 22000

Physical

Colour Black

Net weight (kg) 1.15

Gross weight (kg) 2.54

IP 20

IP external 20
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String Light - Cone head - 22mt cable - CASAMBI Ready

String Light Rose String Light Floor switch  String Light Kit cable
F6482030 F6484030 F6485030
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