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Main specif icat ions

Mount ing Cei l ing and

wal l  sur face

Light  source replaceable Replaceable

(LED on ly) l ight

sour ce by a

pr ofessional

LED t ype LED ar r ay

Lamp category LED

Dimmable Yes

Autoprotected Lamp No

Number of  heads 1

Source Power (W) 9.5

Source Flux (lm) 1055

System Flux (lm) 613

Opt ical

Light ing Type Dir ect

Light ing d ist ribut ion Sym m etr ic

CCT  (K) 2700

CRI> 80

Cold Beam Light ing No

Beam angle C0-180 (º ) 112

Beam angle C90-270 (º ) 112

Elect rical

Insulat ion class I

Frequency (Hz ) 50-60

Main Volt age (Vac) 220-240

Driver In tegr ated

Dimmable Yes

Dimmable t ype Dim m able DALI

1

Bat teries Inside No

Power supply replaceable Replaceable

contr ol  gear  by

a pr ofessional

Precabled no

Emergency Type No

Physical

Colour Black

Trim No

Orientat ions Fixed

Recessed depth (mm) 0

Spot  d iameter (mm) 208

Length (mm) 336

Net  weight  (kg) 2.1

IP 65

Not e

110V ver sion  upon  r equest.

Captain Flint  Outdoor W1 Dimmable DALI

 F011W20D030
- Black




Designed by Michael  Anastassiades


Lum inai r e for  wal l -m ounting wi th  di ffuse l ight em ission  and fi xed head.


Rose, fr am e and cone in  316L pol i shed or  pain ted stain less steel  or  pol i shed br ass fin i shes. Str uctur al  par ts

have been  tr eated wi th  a chem ical  conver sion  pr ocess for  effecti ve r esi stance against atm ospher ic

condi tions. Di ffuser  in  photo-r ecor ded and in jection  m olded UV-r esi stant opalescent polycar bonate. LED

l ight sour ce included.


In tegr ated 220-240V DALI dim m able electr i cal  power.


Connection  i s quickly ensur ed in  the r ose wi th  the plug & play electr i cal  connection  and the IP68 connector

included. Clam p br acket included.
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