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NOVA modesty panels

TECHNICAL INFORMATION 	

Plexiglas (Perspex) modesty panel composition

•	 100 % recyclable matt surface and long-lasting (resistance 
to scratching and fingerprints) Plexiglas (Perspex).

Fixing

•	 Plexiglas (Perspex) panels are fixed with two powder coated 
aluminium brackets and screws.

Melamine / veneer modesty panel composition

•	 Made from MFC (16 mm) with 1 mm ABS edging.

Fixing

•	 MFC panels are fixed to the tabletop with two powder coated 
metal brackets (metal sheet 4 mm) and screws.

MATERIALS

•	 Melamine: P (birch), T (beech), D1 (whitened oak), D2 (amber oak), U (walnut),                    
M1 (white), N (grey), N1 (dark grey), M1D2 (white with amber oak edges);

•	 Veneer*: K (maple), R (walnut);
•	 Plexiglas (Perspex): R01 (white), R03 (orange), R06 (ice blue), R07 (light green),      

R08 (cherry), R09 (brown);
•	 Metal: E (white), M (metallic), T1 (dark grey), A (black).

*Only for 1640 and 1840 mm length modesty panels

Plexiglas (Perspex) modesty panel composition Melamine / veneer modesty panel composition

ORDERING EXAMPLE

Code structure

RANGE

Information updated February 2019


	_GoBack
	_GoBack

